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|j£* (57) Abstract: The invention relates 



to a method for monitoring the execution of a program in a microcomputer of an electronic 



0 device, especially a sensor circuit for motor vehicles. According to the inventive method, the program processes input data and 
<n| produces output data, copies a program in addition to the program which is executed, said copy being stored in an address area in 

O the micro-computer oiher than the program, using the input data provided for the program. The output data of the copy is compared 
to the data of the program and an error message is produced if the programs are not consistent. 
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Zur Erkldrung der Zweibuchstaben- Codes und der anderen Ab- 
kurzungen wird auf die Erklarungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfangjeder regularen Ausgabe der 
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(57) Zusammenfassung: Bei einem Verfahren zur Uberwachung des Programmlaufs in einem Mikrocomputereines elektromschen 
Gcratcs, insbcsondere einer Sensorschaltung fur Kraftfahrzcuge, wobci das Programm Eingangsdatcn verarbcitct und Ausgangsdaten 
erzeugt, lauft zusatzlich zu dem Lauf des Programms eine Kopie des Programms, die in einem anderen Adressenbereich als das 
Programm im Microcomputer gespeichert isi, mil den fiir das Programm vorgesehenen Eingangsdaten ab. Die Ausgangsdaten der 
Kopie werden mit denen des Programms verglichen und bei Nichtuber einstimmung wird eine Fehlermeldung erzeugt. 



